b YQuick Change Tapping Chucks

QUICK CHANGE TAP COLLETS
(without overload clutch)

r
I

Contacting Chuck

1PC=0.08kg

T: hank
ap Shan b1 L1 L. ORDE

Size Thread o = NO.

M3 |4 3.2 312B-01| 3404-300
Mé |5 4 312B-02 | 3404-301 e A collet is necessary for each tap shank diameter.
M5 |55 | 45 312B-03 | 3404-302 *DIN & ISO systems : please see page 68.
M6 |6 45 312B-04 | 3404-303
UNC5/16(6.1 | 5 312B-05| 3404-304
TC312B[y7m [6.2 | 5 |19 |21.5( 7 | 312B-06 | 3404-305
#1)  {mam10] 7 5.5 312B-07 | 3404-306
M1 |8 6 312B-08 | 3404-307
RS TS 1PC20.8k
M4 [105] 8 312B-11 | 3404-310 Size  Thread La: Sha?; D1 L1 L2 o'}ﬂ,E_R Cﬁ?,_E
P4 111 |9 312B-12 | 3404-311 M14M15| 10.5| 8 1433B-01| 3404-360
1PC=0.28kg PT1/4 | 11 9 1433B-02| 3404-361
. Tap Shank RDER UNC5/8 | 12 9 1433B-03| 3404-362
Size Thread .o [ D1 Lt Lo O0 ) M6 | 12.5] 10 1433B-04| 3404-363
MIM8 | 62 | 5 820B-01 | 3404-330 M7 |13 [ 10 1433B-05| 3404-364
MIMIO| 7 | 5.5 820B-02 | 3404-331 M8 | 14 | 11 1433B-06| 3404-365
M1 | 8 6 820B-03 | 3404-332 M0 |15 |12 1433B-07 | 3404-366
M2 | 85| 65 820B-04 | 3404-333 M2 |17 |13 1433B-08| 3404-367
UNC12 | 9 7 820B-05 | 3404-334 | |1C1433B| PT12 | 18 | 14 | g |55 5/14| 1433B-09| 3404-368
M4 | 105| 8 820B-06 | 3404-335 #3) M24M25| 19 |15 1433B-10| 3404-369
TC820B| PT1/4 | 11 9 |31(35| 11| 820B-07 | 3404-336 M26IM27| 20 | 15 1433B-11 | 3404-370
(#2) | UNC58 | 12 9 820B-08 | 3404-337 M8 |21 [17 1433B-12| 3404-371
M6 | 12.5] 10 820B-09 | 3404-338 UNC1's| 22 | 17 1433B-13| 3404-372
MI7 | 13 | 10 820B-10 | 3404-339 MO |23 |17 1433B-14| 3404-373
M8 | 14 | 11 820B-11 | 3404-340 M2 | 24 |19 1433B-15| 3404-374
MO | 15 | 12 820B-12 | 3404-341 M3 |25 |19 1433B-16| 3404-375
M2 | 17 | 13 820B-13 | 3404-342 M34/IM35| 26 | 21 1433B-17| 3404-376
PT12 | 18 | 14 820B-14 | 3404-343 M36/IM38| 28 | 21 1433B-18| 3404-377
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